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SuBJ: SYSTEM REQUI REMENTS STATEMENT FOR THE CENTRAL WEATHER PROCESSOR

1. PURPOSE. This order establishes the systemrequirements for the Central
Weat her Processor (CWP)) which are consistent with the National Airspace System
(NAS))..

2. DISTRIBUTION. This order is distributed at director level in the Ofices of
Airport Planning and Programmng, Airport Standards, Aviation Policy and Plans,
Budget, and Personnel and Technical Training;, to the branch level in the Advanced
Aut omation Program Office, Ofice of Flight Cperations, Air Traffic Operations,

Air Traffic Plans and Requirenents, Program Engi neering and Mintenance, Systens
Engi neering, and Acquisition and Materiel Services; to the branch level at the FAA
Techni cal Center and the FAA Depot at the Aeronautical Center; and at branch |evel
in the regional Airway Facilities, Logistics, Air Traffic, and Flight S&andards

Di vi si ons. o

3. BACKGROUND. For safe and efficient utilization of the NAS, controllers,
pilots, and other personnel directly involved in the air traffic control (ATC)
function require access to timely and accurate weather information. Presently,
weat her support to ATC is provided by aviation neteorologists at the Air Traffic
Control Command Center (ATCOQ) to support traffic managenent specialists on a
national |evel and at each Air Route Traffic Control Center (ARTOQ) to support
ARTCC controllers. Currently, this support utilizes a collection of functionally
separate data sources. These generally must be assimlated manual ly, interpreted
manual |y, and dissem nated manual ly. Automation of this systemwould result in
enhanced dissenmination of weather data to users and better utilization of the

met eorol ogist's skills. To provide that inproved capability, the Federal Aviation
Administration (FAA) is developing the CWP to provide automated weather support to
NAS weat her users. The CWP will provide national |evel support at the Traffic
Management Facility (TME) and regional |evel support at the Area Control Facility
(ACF))..

44 MSSION NEED. The FAA has a mandate to regulate and nonitor the navigable
airspace of the United States such that air travel is acconplished in a safe and
efficient manner. O major inportance to the safe and efficient conduct of any
flight is the conplete, accurate, and up-to-date know edge of weather conditions.
The basic mssion need is to provide the various NAS users with the real-time and
forecast weather information required for safe and efficient use of the NAS.
Implicit in this general nission need statement is nmore specific nmssion needs
which follow

a. Ingest weather data fromall available sources (e.g., radar, satellite,
surface observations, and pilot repworts), maintain a conplete and current weather
data base pertinent to the ARTCC/ACF area, and facilitate the automated dissemima—
tionof hazardaous and rotithme weather data to users,
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b. Facilitate the display of automatically updated graphic and alphanuredic
weat her data in the controller's work area. These data will provide the clear
depi ction of hazardous weather areas in the coordinate system used by the ATC
processing system

c. Provide Center Weather Service Unit (CWSU) neteorol ogists with a tinely
and accurate weather data base, as well as the automated tools needed for display,
analysis, and annotation of these data to support their "nowcast" and short-term
forecast responsibilities.

d. Provide rapid dissem nation of weather data, including CWBU generated
products, to other NAS users and systenms. This will include pilots in flight with
the inplementation of the MODE S data link system This will allow pilots to
obtain, in the cockpit}) graphic weather products and will establish the basis for
future devel opnents that will allow the collection of pilot reports (PIREP %3)
wi t hout handling by ground personnel.

5. EXI STI NG AND PLANNED CAPABI LI TI ES.

a. Existing Capabilities. In the current system neteorological support is
provided to controllers and specialists fromthe CWBU at each ARTCC and fromthe
Central Flow Weather Service Unit (CFWSW)) at the ATCCC. The neteorol ogi st and
weat her coordinator staffing the CWBU operate as a team and have the fﬁllllewlli)@
primary responsibilities:

(1) Meteorologist will provide analysis and interpretation of available
weat her data to determ ne actual and near-term forecast weather conditions and to
supply a "nowcast" service. Also, wll provide dissenination of advisories, fore-
casts, and analyses to appropriate ARTCC positions and other designated facilities
either directly or through the weather coordinator.

(2) Weather Coordinator will serve as an interface between the National
Weat her Service (NWS) neteorol ogist and the facility air traffic staff as required,
priifmriilly to provi de interf/iimtnafféiliyy di ssemination of Significant Meteorol ogi-
cal Information (SLGMET),, Center \Weather Advisories (CWA's),, and urgent PIREP's
and to prowide assistance in the collection and dissem nation of other sigaiifficanit
weat her information. To carry out these functions the CWSU has access to the
following information:

(a) Weather Satellite Inmagery. These products are received in fac-
simle formfromthe National Environmental Satellite Data and I nformation
Service's Satellite Field Service Station. These inmage products are produced by
t he Geostationary Operational Environmental Satellite (GOES) system

(b) Weather Charts. These products are received in facsimle form
fromthe NWS's National Meteorological Center (NMC)..

(e) Al phanuneric Weather Products. These products are received in
the ARTCC from the Weather Message Switching Center, which in turn receives nost
of its data fromthe NMC. Until recently, all CWSU's and the CFWSU received these
products on paper via teletypewiter. The teletypewiter equipment is being
replaced by a terminal display system known as the Leased Service A System
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(d) Weather Radar Information. This information is received by the
Radar Rerpte Weather Display System (RRWDS) di splay equi pment recently installed,
This display equipnent receives data from associated RRWDS digitizers installed on
the NW8 Weat her Service Radar (WSR) and on the FAA Air Route Surveillance Radar
(ARSR) and military FPS radars where coverage is not provided by the NW8 weat her
radars. En route controllers also receive depictions of areas and intensities of
precipitation on the Plan View Display (PVD).. This display is generated by the
Weat her and Fi xed Map Unit (WFMU) of the ARSR. Radial lines drawn fromthe radar
site depict the location of light to noderate precipitation areas. The al pha char-
acter "H" is displayed to indicate heavy precipitation. En route controllers also
have access to certain routine al phanumeric weather information at each sector's
Conput er Readout Device (CRD).. Up to four surface observations and six altineter
settings can be selected and displayed at the "D" sector CRD and "R" position CRD,
respectively. Hazar dous weat her nmessages (e.g., SIGMET's,, Airnen's Meteorol ogical
I nformati on [4YBMET s])-aaxvge di spl ayed to controllers on papsrf Interfacility e
filunii¢atiions of these products are either verbal or as low priority General Informa-
tion Messages via the en route conputer. Terminal facilities rely on the CWSuU
fromthe controlling ARTICC for their hazardous weather information. This informa-
tion is passed as CGeneral Information Messages and received on the Flight Data
Entry Printout or verbally by tel ephone. Airport Surveillance Radar (ASR) weat her
information used by the Terninal Radar Approach Control (TRACQOY) controller is
primarily unprocessed @hbroadband" radar. This is presented on an Autonated Radar
Ternminal System (ARTS) display or, at sone airports, on a nonautonmated ASR dis-
Llay. Remaining capabilities for the collection of weather information are largely
facility dependent with no automated retrieval capability for the controller. In
the current system PUIREP's, an inportant source of information aloft, are received
and relayed by controllers over control frequencies. Intra/iimtedfaiiliyyconmuni -
cations of PILREP's are, for the nmost part, manual.

be Planned Capabilities. As part of the NAS Plan, the Central \eather Pro-
cessor Program was established in Decenber 1981. The objective of this programis
to support the managenent, synthesis, and dissenination of accurate and tinely
weat her information to controllers, pilots, flight service specialists, and the
CWBU neteorol ogi sts. The CWP will acquire data from various weather sensors and
sources appropriate for the ARTCC/ACF area. It will process, store, and allow
met eor ol ogi st interaction with all graphic and al phanuneric products and will also
support automated distribution of products including distribution to the ARTCC/ACE.
The responsibilities of the nmeteorol ogi st and weather coordinator are not expected
to change significantly fromthose at present (paragraphs %a(l) and (2)));; however,
their effectiveness and productivity should greatly increase. The neteorol ogi st
interface with the CWP will be through the CWP work station: a physically sepa-
rate; but integral part of the CW.. Meteorologists at the CFWSU nonitor weather
conditions to advise flow controllers in the TMF on conditions which nmght affect
the flow of traffic between major termnals. Automated support to the CFWSU nete-
orologist at the TMF will be provided by the Central Flow Weather Processor (CFWP)),,
a processor simlar to the CW at the ARTCC/ACE.
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(1) o¥% Da.g.Riceessbingg. The various data acquired by the CWP will
require furthhe; phd@ccwmg to create and display the operationally oriented
products required by the various NAS users. Processing and display capabilities

shal | incl ude:

(a) Mbsaiickiing, conpositing, and coordinating conversion to ARTCC/
ACF coordi nates of graphic weather radar data.

(b) Maintaining a current nonredundant PIREP data base.

(c) Maintaining current surface observation data base from conven-
tional and Automated \Weat her CObserving System (AWO0S) stations in the ARTCC/ACF
areaa. The CWBU neteorol ogi st shall be provided the capability to request | ocal
graphi c products based on the surface observation reports (i.e., station nodel
plots and contours).

. (d) Maintaining a current data base of graphic and al phanuneric NMC
products.

(e) Provdiing tine-sequenced ani mation of each graphic product
resident in the CWP data base upon conmand from the CWP work station. Speed of
ani mation (frames/second) and | ength of animation (nunber of previous franes)
shall be selectable up to a predeterm ned maxi mum for each graphic product.

() Overl aying specified products and the capability to a8d annota—
tions to products at the CWP work station.

(¢) Processing routines to generate alarns/alerts when
nmet eor ol ogi cal conditions occur which warrant the nmeteorol ogist's attention.

(2) CWP Interfaces. The CWP is interface intensive. Data from nany
different systens are acquired and processed by the CWP.. Certain processed
products are then distributed to other systens for use. Sone of these systens
will exist at the tine of CWP deployment with well-defined CWP interfaces, while
others will be later in inplenmentation and presently have | ess well-defined
i nterfaces, The CWP will support interfaces with the follow ng systens:

(a) Weather Radar Systens. Initially, depending on program
schedules, the RRWDS digitizers interfaced with the existing weather radar network
may sup@ly weather radar data to the CWP.. Eventually, these will be replaced by
the Next GCeneration Weather' Radar (NEXRAD). NEXRAD will provide better detection
and classification of weather phenonena. NEXRAD is a Doppler radar system pro-
vidi ng preprocessed products in addition to precipitation intensity (e.g., tutbu-
lenceg shear, echo tops) by virtue of its volume scan and on-site processor
capability. The CWP will serve as the FAA's gateway for NEXRAD information to NAS
users (e.g., pilots, controllers, flight service specialists, and CW8U neteorol o-
gists). Additionally, to supplement this en route weather radar network, the
weat her channel of the ASR-9 system at selected termnals will supply six-Ievel
weat her radar data to the CWP.

(b) Weat her Conmuni cations Processor (WCP).. The WCP will proviide
the conmmuni cations oriented processing required to support the distribution of
weat her products to users of the NAS through the MODE S Data Link.
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(e) MODE S Data Link. ne of the potential applications of the data
link portion of the MODE S systemw || be to provide graphic weather infornmation
to pilots on a request/reply basis. The ultimate source of the graphics inforna-
tion for up-link will be the CWP; however, specific responsibilities between CWP
and WCP relative to tailoring the cockpit graphics products have not yet been
determned. Addiitt boaklyy% the CWP will receive PIREP's down-linked by pilots on
MXDE S data link (via the WCP)..

(d) Automated Weather Cbserving System (AWOS).. The AWOS, to be
installed at selected airports with a published instrunent approach procedure,
will provide the CWP with real-time airport surface weather observations in the
ARTCC/ACF area via the ADAS.

(e) Geostationary Operational Environnental Satellite (GOES). Each
CWP will enploy an earth station for reception of GOES imge data via satellite.
Visible and infrared inmage data will be processed for manipulation and displayed at
the nmeteorol ogi st work station.

() Flight Service Automation System (FSAS).. The FSAS, conpri sed
of Automated Flight Service Stations (AFSS) and served by associated Flight Service
Data Processing System (FSDPS) conputers in each ARTOC/XTE, will receive certain
weat her products fromthe CWP such as radar nosaics and CWSU generated products.

(g) Weather Message Switching Center Replacenent (WMBCR).. The WMSCR
will serve as the conmunications gateway between the various FAA weather systeds,,
including the CWP,, and the systens operated by the NWS. This system will assure
proper routing and communications of both graphic and al phanuneric pteduetts to alh
users.

(h) Advanced Autonmation System (AAS).. The CWP interface with the
AAS wi Il provide graphic and al phanuneric weather information for the controller.
The AAS will nmaintain its own graphic and al phanumeric weather data base and will
service individual controller's request for weather data. Additionally, PIREP's
received by controllers and entered at the sector suite will be provided to the
CWP via the AAS.

(i) Central Fl ow Weat her Processor (CFWP).. The CFWP i n t he TMF,, a
processor simlar to the CWP in the ARTCC/ACE, will maintain and generate weather
products to support national |evel management and monitoring of air traffic flow.
The CWP's at each ARTCC/ACQF will interface with the CFWP at the TMF to provi de CWe
weat her products to the CFW..

(i) Mai nt enance Processor Subsystem (MPS).. The MPS serves as the
focal point for naintenance monitoring of the ARTCC/ACF and its associated renpte
equi pment. The CWP will interface with the MPS to provide status information.

c. Future Expandability. The CWP nust possess the capacity to interface
with and process data from new sensors which are currently in a research or
definition stage and are not presently NAS programs. Exanples of sensing systems
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iR &h ks ea 1 <67 @i €) 3 in Lbk future | nBy Supplly d2ita to the CQ\Ware: the
Termiinall Theyy | By Wetirlher RZKMV System (TDWK) for inproved deSeettiiel, of |owleve
wind sfge, + i thP &ieportt area and at mospheric profiling and sounding systems for
inproved real-time infornation on winds and tenperatures al oft.

6. ASSESS{ON.

aa Shejpt:fallls i n Existing Capability. Currently, the CWSU neteorologiistt
receives outputs of singlle weather radars ( nonmosaiickey) on dedicatted displays,,
satellite imagery and NWS weat her charts vi a facsimle (hard ggpwﬁ, and routine
al phanuneric data fromthe Leased Service A System Collllatdion and anal ysiis of
these data are required to generate nowcastts, forecasts, and. advisories| Disttrii—
butiion of 24U ‘preducts to ARTCC controllers,, TRMON, Tower, and Fllight Service
facilities is largely manual resulting in somewhat del ayed disseniination to these
users ¢ Radar control lers (termnal and en route) receive radar weather infornm—
tion on the control display,, but, due to the design of the radar systenms for
detection of aircraft, depictions of hazardous weather are linmted. Controllers
alse have access to real-tine information on in-flight conditions through PIREP's
received frompilots on the sector control frequency. Howeweir,, no conveni ent
nmet hod exists for controllers to share this information with other controllers or
the CWSU neteorol ogist. Effective acquisition and conmmunication of PIREP's woul d
result in more accurate CWSBU generated products and nore conpl ete know edge of
real -tine weather conditions by pilots and controllers,

bS Technol ogical Qpportunity. The opportunity exists to meet the mis'sidn
need by virtue of the technology applicable to the CWP as well as the technol ogy
available in the interfacing systens. The state of hardware technol ogy rel ative
to the CWP is such that all requirenents for data processing, storage, interactive
graphi cs, and data conmuni cati ons can be net by integration of proven off-the-shelf

equi pnent , Technology utilized in related NAS programs will also benefit and
utilize the CMP capabilities, Doppler processing technol ogy enployed in NEXRAD
will provide nore products tailored to operational needs for weather information

not presently avail abl e. Sensor technol ogy enpl oyed in AWOS provi des surface
observations of nost paraneters neasured today manually but will provide these
observations at nmuch higher rates. The MODE S data |ink network will provide the
data conmuni cations path to up-link weather products in response to specific pilot
requests and allow pilots to down-link PIREP''s. The data switching and trans-

m ssion requirements of the CWP will be met by the National Data |nterchange

Net wor k (NADIN) and NAS Interfacility Conmmunications System (NICS),, respectively.
The NADIN system wi || provide nodul ar expandability to nmeet future data communi ca-
tions requirements and alternate routing capability to preclude data commruni cation
| oss due to failed segnents of the network. Requi renents for nonsw tched high
volune data transfer will be net in nost cases by dedicated circuits on the radio
communi cations link network. In addition, the CWP program has benefited and con-
tinues to benefit fromresearch and operational experiences which have denonstrated
and val i dated neteorol ogi cal functions and capabilities appropriate to the CWP.

O particular relevance is the National Cceanic and Atnospheric Adm nistration's
Program for Regional Observing and Forecasting Services which focuses on the
application of automation to nesescale area mneteorol ogical analysis and
forecasting.
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7+ MAXIMUM COST M NI MUM BENEFI T.

a. General Cost/Benefit. Life-cycle costs for O#P have been estinated at
about $140 nmillion. This was obtained by converting program year dollars to con-
stant 1984 dol |l ars, and these figures were then discounted to a 1984 present val ue
in accordance with the Ofice of Minagenent and Budget guidelines. Allocating
quantitative benefits to CWP would require a conprehensive benefit/cost analysis
for the entire NAS weather system and some nethod for allocating those benefits to
the various conponents of that system Since this has not yet been done, m ninum
life-cycle benefits and maximum life-cycle costs acceptable for meeting the mssion
need, have not yet been determ ned. However, the 1984 present val ue of benefits
to the NAS from NEXRAD and its associated systems (e.g., CWP)) have been estinated
and these are $1,100 pifllion.t! This greatly exceeds the conbined |ife-cycle
costs of NEXRAD and CWP to the NAS, which are | ess than $300 million. (FAA will
pay for approximately one-third of NEXRAD which has a life-cycle cost of nearly
$446 nillion in 1984 dollars.) Additional CWP benefits will come from supporting
other elenents of the NAS weather system and from providing near real-tine weather
anal ysis products to controllers and pilots for the first time in NAS history.
Accordingly, the CWP is seen to be highly cost-beneficial. This conclusionis
al so supported by another point of view. The annual cost of weather-related
accidents and delays in the NAS was estimated to be apgtoxﬁmatt@lyy $800 nmillion in
1981, which is $960 nillion in today's (1984) dollars.2/ CWP woul d operate from
1990 to at |east 2005. |f weather-related costs continued at -the $960 mllion
|l evel over that tinme period, then the present value of all these' cofss' (diiscountted
to 1984)) is $4,500 nmillion. Only 3.1 percent of these | osses would provide
benefits which are equivalent to the $140 nillion CWP |ife-cycle costs.

b. Specific User Benefits. Benefits to the various users of weather data
processed by the CWP are as follows:

(1) Controllers. As aresult of CWP, air traffic controllers and traffic
management specialists will be nore effective in minimzing the inpacts of hazard-
ous weather on air traffic. Tactical and strategic handling of traffic flows wll
inmprove as a result of inproved noweasits and, forecasts. Real-tinme depictions of
severe and hazardous weather, processed by the CwP,, will be available to control-
lers at the sector suite. This will greatly enhance the weather avoi dance service
provided to the pilot. Finally, nmanual handling of weather products by the con-
troller will be elimnated reducing controller workload.

(2) Flight Setviee Specialists. The CMP will enable the specialist to
better serve pilots obtaining preflight and in-flight weather information. The
CWP will provide the FSAS with nosaicked NEXRAD products as well as advisories and
products generated by the CWSU mneteor ol ogi sts.

(3) Pilots. Benefits to pilots will be realized indirectly through the
i mproved weat her-rel ated services supplied by controllers and specialists. A nore

1/"A Report on NEXRAD: National Airspace System Cost/Benefit," Report
‘Neg. FOCM-RG-19B3, June 1983, U. S. Departnment of Commerce.

Z/"A Report on NEXRAD: National Airspace System Cost/Benefit,"
Report No. FCM-RG-1983, June 1983, U.S. Departnment of Commerce.
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direct benefit to pilots will be evident with MODE S data |link transactions. The
G2 will generate graphic products supplied to pilots in the cockpit. Addition-
ally, pilots will be able to directly enter PIREP's for processing by the COW,

8. APPROACH ALTERNATI VES.

a. Continuation of Present Approach. Continuation of the present approach
(manual CWBU/CFWAW) woul d result in the mnimmcapital costs to the FAA  However,
this system as pointed out previously, is less efficient in terns of getting
operational ly neani ngful weather data to the various users than an automated
system woul d be. Its continued use would add to the economic |osses inposed by
weat her-rel ated del ays, cancellations, and diversions and in the general dissatt—
isfaction with the services being provided as voiced by the different user groups.
Also, without CWP, full advantage of certain future NAS systens cannot be realized,
Sensor systens such as NEXRAD, ASR-9,, GOES, and AWOS wi |l have no central coherent
system for analysis and. creation of user products. Likew se, the systems that use
weat her data (e.g., AAS, FSAS, MODE S data link) will have no consistent integrated
source for the weather products they require. Furthernore, while other areas of
the NAS evol ve providing a higher ATC system capacity, naintaining the present
CWSU/CFWSU capabilities would | esson the inpact of these capacity inprovements by
limting systemefficiency during periods of adverse weather.

b. Proposed CWP Approach. Inplementation of the proposed CWP will greatly
i mprove the agency's capability to satisfy its mandate to provi de saffe aind efZi—
cient use of the Nation's airspace. This will occur through inproved strategic
flow planning as a result of better forecasts and noweasttss and t hrough better real -
ti me weather avoi dance assistance to pilots ultimtely resulting in:

(1) A decrease in weather-related accidents.
(2) An increase in operating efficiency by airspace users.
(3) An increase in user confidence both within and external to FAA

c. Non-Technical Approaches. Non-technical approaches to neeting the
m ssion need do not exist. Approaches, such as changes in procedures and
regul ations restricting flight near areas of known or forecasted hazardous
weather, will likely inprove safety, but would render an already overloaded ATC
system virtually incapable of noving traffic during periods of hazardous weather
with these artificial constraints in place.
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